
Airtube Adjustment Instructions 
 

The L&W Sports Communications Elite Airtube needs to be adjusted prior to use. 

When supplied, the length of the tubing between the points indicated by the arrows 

needs shortening to meet individual requirements. 

 

 

                                     

 

 

 

  

 

 

 

 

 

 

1. Cut the airtube with scissors/knife (as shown) flush 

with the top of the angled connector. 

 
(Following this step you will need to remove the residual portion on tubing still 

attached to the connector. This can be done with a Stanley knife or similar). 

 

 

2. Measuring the Ear: 
(NB: You will require assistance for this part of the set-up). 

 

Attach the angled connector to the ear insert and 

position into the ear. 

 

Then position the airtube over the ear (as per normal 

wear). Line up the airtube with the angled connector 

(as pictured).  

 

Cut the airtube at the point that lines up with the 

bottom of the metal portion of the angled connector 

(see red arrows). 

 

After cutting, fit the airtube onto the angled connector. You will need to soften 

the tubing with a hair dryer to re fit the connector. The headset is now ready for 

use.  
 



Earpiece Insertion Photos and Instructions 
 

Prepare the earpiece by adding your ear mould onto the airtube. You may need to adjust the 

tubing to suit. The photos below show what the set up should look like before inserting into 

your ear. 

     
Set up for the right ear     Set up for the left ear 

 

Place the loop of the airtube over the ear and push the ear mould into the ear. The upper 

section of the ear mould should be fully located within the ear. Tubing may be shortened at 

this point (indicated by red arrow) to provide a snug & firm tubing fit from the connector to 

the top of the ear. This will prevent the airtube from slipping off the ear. 

    
Ear mould correctly inserted right ear  Ear mould correctly inserted left ear 

Apply a small amount of tension on the tubing to a snug fit over the ear and secure to the vest 

with the clothing clip. 

 

Should you require additional information or have any concerns please contact 

L & W Sports Communications Pty Ltd. 

Ph: 0427749882 during business hours 

or e-mail mark@lwsc.com.au  

Website: www.lwsc.com.au  

mailto:mark@lwsc.com.au
http://www.lwsc.com.au/

